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ONE PIECE LEAD BASE FLASHING
(APRON) EXTEND AT LEAST 5" ONTO
ROOF DECK.

USE ONE PIECE LEAD STEP
FLASHING FOR EACH SHINGLE
COURSE. PLACE STEP FLASHING
OVER THE SHINGLE AND NAIL
EACH STEP FLASHING PIECE TO
THE ROOF DECK WITH 2 COPPER
NAILS. SEAL THE  OVERLYING
ASPHALT SHINGLES TO THE STEP
FLASHING WITH ASPHALT PLASTIC
CEMENT.

EXTEND LEAD COUNTER FLASHING
OVER BASE FLASHING.

STONE MASONRY CHIMNEY RE-POINT
CHIMNEY FROM THE CHIMNEY BASE UP.

FIRST COURSE

SECOND COURSE

17"

(432mm)

THIRD COURSE

6"

(152mm)11"

(279mm)

FOURTH COURSE

FIFTH COURSE

UNDERLAYMENT

FOURTH COURSE:

THIRD COURSE:

SECOND COURSE:

FIRST COURSE:

PLACE FIRST COURSE OF SHINGLES 1/4"
- 3/4" OVER EAVE AND RAKE EDGES,
COVERING STARTER COURSE
OVERHANG, TO PROVIDE DRIP EDGE.

SHINGLE
INSTALLATION

REMAINING
COURSES:

NOTES:

DRIP EDGE HEM CORNERS

ALUMINUM MIL FINISH DRIP EDGE APPLIED
DIRECT TO THE ROOF DECK AT EAVES

DO NOT SAW CUT STONES FOR
THE LEAD COUNTER FLASHING
INSTALLATION. REUSE THE THE
EXISTING COUNTER FLASHING
LOCATIONS.

ONE PIECE LEAD BASE FLASHING
EXTEND AT LEAST 12" UP THE FACE OF
THE CHIMNEY'S

EXTEND LEAD COUNTER FLASHING
OVER LEAD COATED COPPER BASE
FLASHING.

WRAP CORNERS OF LEAD BASE
FLASHING AT LEAST 3"

ICE & WATERSHIELD

NOTE: DO NOT RUN ICE AND
WATERSHIELD OR OTHER
UNDERLAYMENTS UP THE FACE,
SIDEWALLS, OR BACK OF THE
CHIMNEYS'.

ALUMINUM MILL FINISH DRIP EDGE APPLIED
OVER ICE AND WATERSHIELD AT RAKES

13-1/4"
(368 - 445mm)

39-3/8"
(1m)

ENHANCED NAILING PATTERN - six nails per shingle*
* required by some local codes and required for enhanced wind coverage on certain products.

See limited warranty for details.

5-3/4" - 6-1/4"
(146mm - 159mm)
from bottom of shingle

(13 - 64mm)
1/2" - 2-1/2"

(165 - 241mm)
6-1/2" - 9-1/2"

14-1/2" - 17-1/2"

(165 - 241mm)
6-1/2" - 9-1/2"

(368 - 445mm)
14-1/2" - 17-1/2"

Cement locations
(4 quarter-sized dabs of cement on back of shingle)

CEMENT

HAND SEALING REQUIRED: TO HAND-SEAL SHINGLES AND TO ENSURE IMMEDIATE
SEALING, APPLY 4 QUARTER-SIZED DABS OF SHINGLE TAB ADHESIVE ON THE BACK OF
THE SHINGLE 1" (25 MM) AND 13" (330 MM) IN FROM EACH SIDE AND
1" (25 MM) UP FROM BOTTOM OF THE SHINGLE. PRESS SHINGLE FIRMLY INTO THE
ADHESIVE.

CAUTION: APPLY ONLY A THIN UNIFORM LAYER OF ASPHALT PLASTIC CEMENT LESS THAN
1/8" (3 MM) THICK. EXCESS AMOUNTS CAN CAUSE BLISTERING OF THE SHINGLES AND MAY
SOFTEN THE ASPHALT IN UNDERLAYMENTS AND LEAK BARRIERS, RESULTING IN THE
ASPHALT DRIPPING AND STAINING.
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8"

NAIL APPROXIMATELY 11
2"- 3"

(38 - 76MM) ABOVE THE BUTT
EDGE OF THE SHINGLE AND
APPROXIMATELY 1" - 2" (25 -
51MM) AND 10" - 12" (254 -
305MM) IN FROM OF EACH SIDE

OVERLAP EAVE EDGE STARTER
STRIP AT LEAST 3" (76MM)

FOR MAXIMUM WIND
RESISTANCE ALONG RAKES,
INSTALL GAF STARTER STRIP
SHINGLES AND CEMENT
SHINGLES TO UNDERLAYMENT
AND EACH OTHER IN A 4" (102
MM) WIDTH OF ASPHALT
PLASTIC CEMENT.

TM

TRIM 5" (127MM) FROM END OF FIRST
SHINGLE

START AT EITHER RAKE AND LAY IN EITHER DIRECTION

PLACE STARTER SHINGLE 14"
-3 4" (6 - 19MM) OVER EAVES
AND RAKE EDGES TO
PROVIDE DRIP EDGE.

5"

(127mm)

ALUMINUM DRIP EDGE "WHITE".
6" DECK FLANGE WITH 1-1/2"
FASCIA AND HEMMED 3/8" DRIP.

ALONG
RAKE, PUT
NON-CORROSIVE
METAL DRIP
EDGE
ON TOP OF
SHINGLE-MATE
ROOF DECK
PROTECTION.

SHINGLE-MATE
ROOF DECK
PROTECTION

R

ALONG EAVES, PUT
SHINGLE-MATE  ROOF DECK
PROTECTION ON TOP OF
NON-CORROSIVE METAL
DRIP EDGE.

6' min.

(1.83M)

4" END LAP
(102MM)

2" SIDE LAP
(52MM)

R

R

BETWEEN END
LAPS

*USE ICE & WATERSHIELD, WEATHER WATCH ,
STORMGUARD  OR OTHER GAF  LEAK BARRIER
ON ENTIRE ROOF DECK AS REQUIRED

R

R

12"

36"
(914mm)

(305mm)

Perforations

9"
(229mm)

12" (305mm)

Sealant

9"
(229 mm)

12"
(305 mm)

1"
(25 mm)

1"
(25 mm)

11.5"
(292 mm)

Nail

FOR COLD WEATHER APPLICATION
· IN COLD WEATHER, WARM TIMBERTEX® RIDGE CAP SHINGLES

BEFORE BENDING.
· WHEN SELF-SEALING MAY BE DELAYED DUE TO COLD

WEATHER, APPLY QUARTER-SIZED DABS OF ASPHALT
PLASTIC CEMENT (MUST CONFORM TO ASTM D4586 TYPE I OR
TYPE II) BETWEEN RIDGE CAP PIECES AND PRESS FIRMLY TO
INSURE GOOD CONTACT BETWEEN PIECES.

FOR MAXIMUM WIND SPEED COVERAGE UNDER LTD. WARRANTY
· APPLY A 1/4” (6 MM) WIDE BEAD OF HENKEL PL® URETHANE

SEALANT OR SONNEBORN® NP-1™ URETHANE SEALANT TO
EACH RIDGE CAP SHINGLE 3/4”-1” (19MM - 25MM) FROM THE
SHINGLE EDGE, SET PARALLEL TO THE RIDGE (SEE FIGURE 3).

NOTE: EXCESSIVE APPLICATION OF TAB ADHESIVE CAN CAUSE
BLISTERING OF RIDGE CAP SHINGLE.
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